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Foreword

This document (EN 14854:2005) has been prepared by Technical Committee CEN/TC 261 “Packaging”, the
secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an identical text or

by endorsement, at the latest by May 2006, and conflicting national standards shall be withdrawn at the latest by
May 2006.

This draft European Standard is one of a series of thirteen related standards with the following titles:

EN 14847, Aerosol containers — Tinplate containers — Dimensions of the 25,4 mm aperture.

EN 14848, Aerosol containers — Metal containers with 25,4 mm aperture — Dimensions of valve cups.

EN 14849, Aerosol containers — Glass containers — Dimensions of aerosol valve ferrules.

EN 14850, Aerosol containers — Metal containers with 25,4 mm aperture — Measurement of contact height.
EN 14851, Aerosol containers — Aerosol foam flammability test.

EN 14852, Aerosol containers — Determination of the ignition distance of the spray jet.

EN 14853, Aerosol containers — Enclosed space ignition test.

EN 14854, Aerosol containers — Glass containers — Dimensions of the neck finish.

prEN 15006, Metal aerosol containers — Aluminium containers — Dimensions of the 25,4 mm (one inch) aperture.
prEN 15007, Metal aerosol containers — Tinplate containers — Dimensions of three-piece cans.

prEN 15008, Metal aerosol containers — Dimensions of 1-piece aluminium can with 25,4 mm aperture.

prEN 15009, Aerosol containers — Bicompartmented aerosol containers.

prEN 15010, Aerosol containers — Aluminium containers — Tolerances of the fundamental dimensions in
connection with the clinch.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Cyprus, Czech Republic, Denmark,
Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta,
Netherlands, Norway, Poland, Portugal, Slovakia, Slovenia, Spain, Sweden, Switzerland and United Kingdom.
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1 Scope

This European Standard specifies the critical dimensions of the neck finish of glass aerosol containers with respect
to the thorough and tight closing of valves with ferrules defined in EN 14849.

This standard is applicable to a nominal diameter of 11 mm, 13 mm, 15 mm, 17 mm, 18 mm and 20 mm necked
aerosol containers with moulded and tubular neck finishes.

2 Normative references
The following referenced documents are indispensable for the application of this document. For dated references,
only the edition cited applies. For undated references, the latest edition of the referenced document (including any

amendments) applies.

EN 14849, Aerosol containers — Glass containers — Dimensions of aerosol ferrules.

3 Critical dimensions

The critical dimensions of the neck finish of glass aerosol containers shall conform to Figure 1 and Table 1.
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1 Moulded glass
2 Tubular glass

A to H see Table 1

Figure 1 — Critical dimensions of neck finish glass aerosol containers



Table 1 — Critical dimensions of neck finish glass aerosol containers
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Dimensions in millimetres

Nominal @ B F H oy
diameter & A @C E
of neck maximum minimum minimum | minimum
11 11,0 9.7 8,0 2.5 0,3 5,0 2.8 6,2 6,1
13 13,3 |+0,0 12,3 11,0 2.5 0,3 5,0 2.8 6,8 7.8
15 15,3 | -0,3 13,3 12,0 2.6 + (0,2 0,4 5,2 3,0 + 0,2 6.8 8,8
17 16,8 14,0 12.8 3,5 0.4 6,7 3,9 9.0 9,0
18 18,5 16,9 14,5 2.6 0.4 B,7 3,0 9.0 10,2
+ 0,0
20 20,0 17.8 15,56 3,2 +0.25 0.4 6,7 3.6 + (0,25 9.0 10,2
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